
StableCamper Back-Stop Installation

The StableCamper Back-Stop is 
designed to mount into your truck bed

to act as a stop for the face of your
camper to rest against while loaded onto your truck.

Placement of the Back-Stop is determined by the installer and 
will vary depending the where the installer wants the camper 
to sit on the truck bed.  Care and thoughtful planning should 
be taken when determining the mounting location of the 
Back-Stop.

The Back-Stop is 4 inches by 6 inches
and can be installed in the vertical
or horizontal orientation as show
here in the following image



The StableCamper Back-Stop kit includes the Back-Stop 
assembly and all mounting hardware

ITEM QTY

Back-Stop ASM 1

3/8-16 Hex Bolt 6

3/8 Split Washer 6

3/8 Flat Washer 6

3/8-16 Rivet Nut 6 + 2 spares

Bolting the Back-Stop in place with the supplied 6 sets of 
hardware should look something like the illustration below.

Hardware installation orientation
Bolds should be tightened to normal tightness 
not exceeding normal 3/8-16 torque spec of 

23 ft/lbs

Care must be taken in choosing bolt locations to ensure there 
are no obstructions under the truck deck that would no allow 
the hardware to fit properly in place.  The underside of the 
truck deck should be examined and measurements taken to 
ensure proper bolt locations are made.



Rivet Nut Installation Kit and Guide

ITEM QTY

Rivet Nut Installation Tool 1

W Size Drill Bit (Smaller Bit) 1

17/32 Drill Bit (Bigger Bit) 1

1. Using the W-Size Drill Bit (0.386” –
3/8” clearance drill), drill through 
both the Back-Stop and Truck Bed 
Deck.  This will provide both the 3/8 
bold clearance hole in the Back-Stop 
and the pilot hole in the Truck Deck.

2. Remove the Back-Stop and using the 
17/32 bit, drill through the Truck 
Deck using the pilot hole drilled in 
step 1.  This will provide the proper 
hole size for the Rivet Nut to be 
installed into the Truck Deck.  

Use extra caution drilling through 
sheet metal, the large drill bits can 
catch.  Use slow speed and be sure 
to have a very secure hold on the 
drill.  All safety precautions should 
be taken including the use of safety 
glasses
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3. Insert the Rivet Nut into the 
hole drilled into the Truck 
Deck in step 2.  Deburr hole 
as need to ensure that the 
Rivet Nut is sitting flat 
against the Truck Deck

4. Using a 9/16 combination 
wrench and 9/16 socket, 
assemble the Rivet Nut 
Installation Tool as shown.  

Use the Boxed end of the 
combination wrench for a 
more secure hold.  While 
holding the combination 
wrench tighten the supplied 
bolt to crush the Rivet Nut 
to secure it to the Truck 
Deck.   A long handled 
socket wrench will likely be 
needed for maximum 
leverage.

Do Not use Impact Gun, will 
cause damage to the Rivet 
Nut Installation Tool.


